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Correlated flux densities of extragMactic radio sources in the very long baseline
interferometry (VLBI) astrometric catalog are required for the VLBI tracking of
Galileo, Mars Observer, and future missions. A system to produce correlated and
total flux density catalogs has been developed to meet these requirements. A cor-
related flux density catalog of 274 sources, accurate to about 20 percent, has been
derived from more than 5000 DSN VLBI observations at 2.3 GHz (S-band) and 8.4
Gttz (X-band) using 43 VLBI radio reference frame experiments during the period
1989-1992. Various consistency checks have been carried out to ensure the accuracy
of the correlated flux densities. All observations were made on the California-Spain
and California-Australia DSN baselines using the Mark HI wideband data acquisi-
tion system. A total flux density catalog, accurate to about 20 percent, with data on
150 sources, has also been created. Together, these catalogs can be used to predict
source strengths to assist in the scheduling of VLBI tracking passes. In addition,
for those sources with suf_cient observations, a rough estimate of source structure
parameters can be made.
I. The Need for Correlated Flux Densities
An astrometric catalog of compact extragalactic radio
sources (generically referred to as quasars) is produced
and maintained using VLBI observations with the DSN
[1]. The primary purpose of this catalog is to provide
a reference frame for angular tracking measurements of
interplanetary spacecraft. Such tracking requires a cat-
alog with a moderately high angular density of observ-
able reference quasars along a spacecraft trajectory. In
the standard tracking mode, it is generally desirable to
have at least one observable reference quasar within about
10 deg of the spacecraft position at all times, since er-
rors in the interferometric delay measurements grow with
quasar-spacecraft separation. 1 In an alternate tracking
mode, several quasars within a 30- to 50-deg field are ob-
served to form a "local reference frame" in which the po-
sition of the spacecraft can be measured with extremely
high accuracy [2].
Navigational scheduling requires a priori knowledge re-
garding which antennas are needed to observe, with an
SNR adequate for detection, a specific quasar on a specific
1 j. B. Thomas, "An Error Analysis for Galileo Angular Position
Measurements with the Block II ADOR System," JPL Engineering
Memorandum 335-26 (internal document), .let Propulsion Labora-
tory, Pasadena, California, November 11, 1981.
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baseline. Nominally, the correlated flux density detection
limits, using the DSN's operational 250-kHz bandwidth
navigation VLBI system (the Block I system), are about
0.2 Jy (I Jy is 10 -26 W/m2/Hz) for two 70-m antennas,
0.4 Jy for one 70-m and one 34-m antenna, and 0.8 Jy
for two 34-m antennas. 2 These limits apply at 8.4 GHz
(X-band); at 2.3 GHz (S-band) the limits are somewhat
higher at 0.2, 0.5, and 1.0 Jy, respectively, due to higher
system temperatures. Since the correlated flux density of
a given quasar can change from month to month by as
much as 50 percent in extreme cases (especially at higher
observing frequencies, such as X-band) [3], it is necessary
to make correlated flux density estimates a routine part
of reference frame data processing. A method has been
developed which easily and quickly produces a correlated
and total flux density catalog that is accurate enough (,-.20
percent) to determine which antenna pairs will be able to
detect specified reference sources.
Flux density monitoring will also assist in quickly iden-
tifying sources that are inappropriate for reference frame
determinations due to large variations in correlated flux
density with baseline angle (as a result of extensive struc-
ture). It will also provide valuable time and source struc-
ture variability information. Prior to this work, no method
existed for producing correlated flux density data from
DSN Mark III Block II observations (see [4] for Mark III
system details). In addition, the production of correlated
flux density data from DSN Mark II observations was te-
dious and the results were often highly uncertain. 3 The
new flux density estimates (with a detection limit of ap-
proximately 30 mJy), as well as the developed method-
ology, will be useful to anyone using the DSN to observe
natural radio sources.
This article is organized in the following manner: Sec-
tion II presents the expression for correlated flux density
and gives details of the production and contents of the
flux density catalogs. Section III describes the consistency
checks and integrity tests carried out to verify the flux den-
sity results. The error budget is discussed in Section IV.
Section V summarizes the results.
2 j. S. Border, "An Error Analysis for Magellan Differential Delay
Rate Measurements," JPL Engineering Memorandum 335-96 (in-
ternal document), Jet Propulsion Laboratory, Pasadena, Califor-
nia, February 23, 1987.
3 I. Chert and J. S. Ulvestad, "Determination of Correlated Flux
Densities from Mark II VLBI Experiments," JPL Interoffice Mem-
orandum 335.3-88-102 (internal document), Jet Propulsion Labo-
ratory, Pasadena, California, September 22, 1988.
II. Estimating Correlated Flux Densities
and Total Flux Densities
For a radio source with nonzero angular size, the corre-
lated flux density (i.e., that measured with an interferome-
ter) will always be less than the total flux density. Roughly
speaking, the correlated flux density is the strength of that
part of the source which is angularly small as compared
with an interference fringe on the sky. The angular width
of an interference fringe is A/B, where A is the observing
wavelength and B is the projected length of the interfer-
ometer baseline in the plane perpendicular to the source
direction. The correlated flux density of a resolved source
will vary as a function of baseline length and orientation
because source structure is two-dimensional. In the ab-
sence of a complete, current description of the structure
of a source, there is no way to specify a priori the source
visibility (defined as the ratio of correlated flux density to
total flux density) [5].
The correlated flux density, Scot, of a source is given
by 4
Scot sin (p ./2) ,/T.,.,T.v, ,
- b V GxG2 (1)
where p is the correlation amplitude for data recorded with
one-bit sampling, b is a normalization factor due to cor-
relator and bandpass effects (with this definition, b for
DSN Mark III data is greater than 1; see Section III.A for
details), Ts_a, is the total on-source system temperature
at station i in kelvins (K), and Gi is the antenna gain at
station i in K/Jy [6]. In addition, the total flux density,
Stot, as measured by a single antenna with gain G, can be
written as
Slot - To,, - Toll T_,.
G - G (2)
Here Ton and Toll are on-source and off-source system
temperatures, respectively, and Tant is the antenna tem-
perature.
Using the new procedure reported here, correlated flux
densities are obtained from DSN Mark III VLBI data that
have been correlated at the JPL/CIT Block II correlator,
with observable (e.g., delay and amplitude) extraction by
4R. F. Coker, "Mark III Correlated Flux Densities on the DSN,"
JPL Interoffice Memorandum, 335.6-91-028 (internal document),
Jet Propulsion Laboratory, Pasadena, California, December 31,
1991.
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the program FIT [7]. A master program takes the sched-
ule file for the DSN antennas, correlation amplitudes, and
observing frequencies from FIT, the measured system tem-
peratures from antenna log files, and the modeled antenna
gain, and produces a correlated flux density and a total
flux density catalog. Details of this procedure are given
below.
A. Amplitudes, Frequencies, and Hour Angle
The observing frequency and the correlation amplitude
for each observation are read in from the FIT output file.
The FIT data are assumed to be DSN Mark III Block II
dual band (S- and X-bands), Mark III X-band only, or
Mark II X-band only. One method of specifying base-
line orientation is the interferometer hour angle (IHA) [6];
therefore, the correlated flux density of a resolved source
will vary with the IHA. The source positions (right ascen-
sion and declination), observation times, and station loca-
tions are taken from the schedule file and used to calculate
the IHA for each observation.
B. System Temperatures
System temperatures are obtained from strip-chart
data files, data files produced by power meters, or from
a mapping function using an estimated off-source zenith
system temperature.
1. Strip charts. Strip-chart data files are lists of
sources with system temperatures and error estimates read
from strip charts. The independently measured zenith sys-
tem temperature (recorded in the station logs) can be used
to check for mistakes in the labeling, reading, or editing
of the strip-chart file. In general, however, due to opera-
tor errors and instrument inaccuracies, strip-chart system
temperature values remain unreliable. Also, the receiver
used for strip-chart measurements is not the same receiver
as that used for reference frame experiments. Therefore,
other methods are preferred.
2. Power Meter Data. Power meter data are
machine-readable total power values measured at the in-
termediate frequency expansion ports at a station. These
time-tagged power readings are used to determine system
temperature as a function of time.
For a given bandpass, system temperature is propor-
tional to observed power [6]. Therefore, a single simul-
taneous power and system temperature measurement is
adequate to convert the power readings to system temper-
atures. Using zenith system temperature and zenith power
values that are in the header of each data file, the system
temperature, T,y,, for a given observation is
10(P/10)
T,y, = Tzen lO(Pzen/lO ) (3)
where P is a power reading (in dBm) for that observa-
tion, P, en is a power reading (in dBm) taken at zenith on
cold sky, and Tz,, (in K) is the zenith system tempera-
ture. There are usually about 40 power readings per 2-
to 5-min observation; an average temperature is used for
an observation's final system temperature. Errors are esti-
mated from the scatter of the power data about a linear fit
of the observation's power readings versus time, and the
estimated error in Pz,n and T**,.
3. Modeling. If no system temperature data are avail-
able for a given frequency band and observing station, they
are estimated using a temperature mapping function which
relates the off-source system temperature at elevation an-
gle elev to that at the zenith. An experimentally deter-
mined mapping function is used 5
T,_ = A + N1 e -Nul(90*-elev) "4-
B
sin (elev)
(4)
where Na and N2 depend on band and station, and elev
is the elevation of the observation in degrees [8,9]. For
stations without N1 and N_ values, a temperature version
of the Chao mapping function is used [10].
If the total flux density of a source is known, the re-
sulting antenna temperature is added to the modeled off-
source system temperature. Antenna temperatures are
usually less than 5 percent of the total system tempera-
ture, but for strong sources their contribution to the total
system temperature is more significant.
4. Zenith System Temperatures. Tzen is calculated
at the beginning of an experiment by taking a power read-
ing of an ambient load and then of the sky; the difference,
the Y factor (in dB), is a measurement of the receiver gain.
Then Tz,n is calculated
TL_ra + TFO + T,,,_b
Tzen = lO(Y/lO) (5)
T_,=b is the temperature of the ambient load. The noise
temperatures used for the low-noise amplifier, TLNA, and
for the follow-on hardware (e.g., cables and waveguide),
5S. D. Slobin, DSN Telecommunications Interlaces 3J-Meter An-
tenna Subnets, Document 810-5, Rev. D, vol. I, TCI-30, Jet Propul-
sion Laboratory, Pasadena, California, June 1, 1990.
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Tro, were incorrect before April 1991. 6 This introduced
an error of a few K in Tzen. Formal precision measurement
errors for T, en appear small (,_0.1 K), but the stability of
TLNA, TFO, and Tam_ values (as well as operator errors
and weather effects) suggest that the overall accuracy of
Tzen, as calculated above, is ,_5 percent. T's
The method for converting observed power to temper-
ature, as described by Eqs. (3) and (5), implicitly assumes
that for a given bandpass, power is directly proportional
to the system temperature. For very large values of total
power (corresponding to system temperatures of ,_300 K),
this assumption of detector linearity breaks down (at the
1- to 2-percent level).
C. Antenna Gains
The antenna gain for each station is modeled using ex-
perimentally determined functions; only a summary of the
gain estimation procedure is given here (see [8] for details).
The desired quantity is gain, G, in units of K/Jy (to use
in Eq. (1)):
G - xl Area
2 k (6)
where k is Boltzmann's constant, 7] is the antenna aperture
efficiency, and Area is the antenna's total physical collect-
ing area. Variations in 77across a given band are assumed
to be negligible. The antenna aperture efficiency depends
on the deformation of the antenna from its optimal shape,
on weather conditions, and on the basic characteristics of
the antenna surface. Thus, it can be written as
= Or_,_Od,SOo,-, (7)
where T/max is the aperture efficiency in a vacuum with
no deviations from a perfectly shaped surface; _ae! ac-
counts for efficiency losses due to antenna gravitational
deformation; and riatm accounts for losses due to atmo-
spheric attenuation. The value Tima_ is constant for a
given antenna while r/de] and riatm depend on antenna el-
evation and weather conditions. The overall accuracy of
Personal communication from T. Anderson, TDA Mission Sup-
port and DSN Operations Section, Jet Propulsion Laboratory,
Pasadena, California, to C. Jacobs, member of technical staff,
Tracking Systems and Applications Section, Jet PropuLsion Labo-
ratory, Pasadena, California, April 1, 1901.
z Slobin, op. cit.
s K. Clark and C. Cho, "Front-End Characteristics for NCB VLBI,"
JPL Interoffice Memorandum OEA.14/12.07.e.0, Jet Propulsion
Laboratory, Pasadena, California, December 7, 1990.
the antenna gains modeled in this fashion (exclusive of an-
tenna pointing effects; see Subsection III.C) is estimated
at ,,,5 percent.
III. Consistency Checks and Integrity
Testing
A number of tests were carried out to verify the va-
lidity of the flux density catalogs. Since standard flux
monitoring techniques (such as antenna nodding, repeated
zenith calibrations, and standard source comparisons) are
impractical for reference frame experiments due to time
constraints, the internal and absolute accuracy of the DSN
Mark III flux densities had to be determined in other ways.
A. Correlation Amplitudes and Their
Normalization
The b-factor in Eq. (1) normalizes the correlation am-
plitude so that a signal with 100-percent correlation pro-
duces an amplitude of unity. Assuming identical band-
passes and a flat power spectrum and ignoring Doppler
and polarization effects, one has, for some frequency w
[111,
(BWo) B _
b_ = al (8)
DN
where
al = 1.176 for a three-level lobe rotator, one path [6]
BWo = nominal or Nyquist bandwidth (2 MItz for a sin-
gle Mark III channel)
B 2 -- bandpass amplitude at w
DN = f_o B2 dw
Note that the correction for single-bit quantization
(_ 2/_r) is included in the expression for S¢o, in Eq. (1).
The value B 2 is included in FIT's calculation of the
correlation amplitude, p. This results in a b-factor that
is independent of frequency. The value of B 2 was empir-
ically calculated from over 200 Mark III and Mark II ob-
servations; the results, which agree reasonably well with
theoretical bandpass shapes, are listed in Table 1. These
values are used in FIT to weight the amplitude of each bin
to produce one composite amplitude for each band. Also
included in Table 1 are values for DN. The value DN is
constant at the 1- to 2-percent level for any given correla-
tor configuration (e.g., number of delay lags per channel).
The resulting b-factor for DSN Mark III 8 lag data is 1.34.
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Variable Doppler shifting due to Earth rotation causes
the two station bandpasses to be mismatched by up to
20 kHz at X-band; this has been ignored. The frequen-
cies of the local oscillators are not adjusted to correct for
this Doppler shift. In addition, there will be some small
changes in b due to mismatched bandpasses as a result
of polarization effects (the actual size of this effect is un-
known but DSN specifications suggest it is ~1 percent).
These effects, combined with aliasing of frequencies above
2 MHz, correlation of neighboring bits due to oversam-
pling, and incomplete sideband rejection imply that b will
vary at the ,_2-percent level. These effects, plus errors in
modeling, give an estimated maximum error of approxi-
mately 5 percent in the b-factor.
Two errors in the standard data path were uncovered
during this work. The first involved the fractional bit-shift
(FBS) correction at the correlator. If the FBS correction is
not done, the upper and lower 10 percent of the bandpass
lose ,--10 to 15 percent in amplitude [12]. This causes a
composite loss in band amplitude of ,,-4 percent. Before
June 10, 1991, the Block II correlator was not doing this
correction properly [13].
The second error occurred in FIT. Instead of summing
the correlator sine and cosine counts, FIT averaged the
amplitudes over time and frequency; this resulted in too
large an amplitude for observations with low SNR.. This
has been corrected. FIT now also makes a correction for
a nonzero residual fringe rate. 9 FIT amplitudes are nor-
realized with respect to the number of lags, the number of
time points, and the number of frequency bins containing
good data.
To verify the above calculations for correlated flux den-
sities, a short baseline experiment was conducted. On a
baseline of 500 m, the correlated flux densities of the com-
pact extragalactic radio sources used for VLBI astrometry
are almost the same (within I0 percent) as the total flux
densities. Figure I is a plot of the experiment's final visibil-
ities (Scor/Stot_t) versus scan number. Fitting a constant
to the visibilities gave a ratio of 0.92. This suggests one
or more of the following: The sources are all partially re-
solved, the antenna gains used in the data analysis are too
high, the system temperatures are too low, or the b-factor
is too large. However, the chi-square of a fit to unity is
only 0.72, so changing the b-factor or antenna gain models
is unjustified. If the sources are resolved by a few percent
on average, as ezpected, the b-factor is accurate to about
5 percent.
g S. C. Unwin, "Amplitude Errors in AIPS Global Fringe-Fitting,"
Caltech Interoffice Memorandum (internal document), California
Institute of Technology, Pasadena, California, October 26, 1988.
B. System Temperatures
The power meter program, QMVLBI, has a zenith
system temperature calibration procedure, as described
above. The calibration is performed at the start of an
experiment. As time passes, the accuracy of the calibra-
tion degrades due to weather changes and receiver gain
variations. The receiver gain was checked for variabil-
ity over a 24-hour experiment and was found to be ex-
tremely stable (less than 1-percent variance in the power-
to-temperature conversion factor). However, changes in
the outside temperature over 24 hours can cause a signif-
icant (up to 5-percent) change in the zenith system tem-
perature. Weather changes (such as a passing cloud) can
cause a more substantial change in system temperature at
low elevations; these are measured by the power meter.
The power meters measure power across the entire high
electron mobility transistor (HEMT) bandwidth (400 MHz
at X-band and 100 MHz at S-band). The 14 recorded 2-
MHz channels (which are not contiguous) are scattered
throughout this range. Therefore, any radio interfer-
ence falling outside the observed channels (but within the
HEMT bandwidth) will cause a spuriously high system
temperature reading. In the next version of station soft-
ware, it will be possible to take system temperature mea-
surements for each channel, l° thereby eliminating this po-
tentially serious problem. Until then, it is assumed that
variations in system temperature (as well as receiver gain)
across an entire band are negligible.
System temperature measurements using the power me-
ters, the strip charts, and results from modeling all agree
within the expected errors. Figure 2 is an example of tem-
perature versus air mass for each observation for an ex-
periment with measurements by all three methods. Note
that even in the absence of any station system tempera-
ture measurements during an experiment, models can be
used to get system temperatures that agree with the power
meter values to about 20 percent.
On- and off-source system temperature measurements
are estimated in a somewhat subjective fashion. For strong
sources, inspection of the power meter data clearly reveals
when the antenna gets on source and when it moves off.
The magnitudes of the observed sharp rise and fall of the
system temperature values are used to estimate the an-
tenna temperature (that part of the system temperature
due to the source). For the case of weak sources, it is
not always possible to determine the antenna tempera-
ture. In addition, the error in antenna temperature is
lo DSN Systems Requirements, Document 820-13, Module VLB-13-5,
Jet Propulsion Laboratory, Pasadena, California, 1990.
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difficult to determine since the bulk of the error in system
temperature is not statistical in nature. Repeatability sug-
gests an error of about 15 percent in antenna temperature
(down to the detection limit of 0.1 K). Note that varia-
tions in antenna temperature across the 400-MHz band-
width spanned by the wideband amplifier at X-band due
to a nonzero spectral index will be less than 3 percent for
a typical VLBI source. Also, the next version of station
software will be able to take power data with finer time
and power resolution than the present power meters; this
will lower the error in total flux density for weak sources.
C. Antenna Pointing and Gain
Total flux density measurements are determined only
from antenna temperature and antenna gain. Therefore,
using a strong source (so as to minimize antenna temper-
ature errors) with a known total flux density, it is possible
to estimate the antenna gain. Some observations of the
Very Large Array (VLA) calibrator source 3C 286 were
used to compare the modeled antenna gains with gains es-
timated in this fashion. The resulting total flux densities
were consistent at the 20-percent level.
An error in antenna pointing will yield reduced antenna
temperatures and correlation amplitudes, giving spuri-
ously low values of both total and correlated flux densities.
l_eference frame experiments use blind pointing; pointing
correction tables, squint corrections, and refraction correc-
tion calculations are estimated to yield a blind pointing
accuracy of -_10 mdeg for the 34-m antennas. 11 The re-
fraction correction model used at the antennas was verified
to agree, to within 1 mdeg, with refraction calculations us-
ing real-time meteorological parameters. 12 However, un-
der similar circumstances (observations of the same source
closely spaced in time and at approximately the same el-
evation, system temperature, and IHA), different X-band
observations are seen to produce different correlated flux
densities, sometimes by as much as a factor of 2. This
is probably due to pointing errors; a pointing error of 30
mdeg by one station will reduce that antenna's X-band
gain by ,.-50 percent (S-band gain is much less affected by
pointing errors of this magnitude). This in turn yields a
correlated flux density that is _30 percent too small. The
cause of this pointing problem is as yet unknown.
11 D. Girdner, personal communication, Antenna Performance Engi-
neer, TDA Mission Support and DSN Operations Section, Febru-
ary 15, 1992.
]2G. E. Lanyi, "Atmospheric Refraction Corrections to Antenna
Pointing at 1 Millidegree Accuracy," JPL Interoffice Memoran-
dum 335.3-89-026 (internal document), Jet Propulsion Laboratory,
Pasadena, California, March 24, 1989.
D. Comparison of Results With a Known Structure
The source 4C 39.25 has been a fairly well-studied
source at high frequencies (see, for example, [14]). It is
known to be extended in the east-west direction with knots
in its structure. At X-band it is also highly time-variable
[15]. Therefore, X-band correlated flux densities on two
baselines on a monthly basis can give little source structure
detail; indeed, it is found that measurements vary by more
than a factor of 2 from month to month. The picture at S-
band is much clearer; Fig. 3 is a plot of measured correlated
flux density versus the projected east-west baseline length.
The smoothness of the curve implies a smooth underly-
ing source structure (to the limit of the resolution of the
interferometer) and little time variability. The fact that
the correlated flux density depends solely on the absolute
value of the east-west projected baseline length suggests
that the source is not resolved in the north-south direc-
tion. This is completely consistent with maps of 4C 39.25
that are in the literature.
IV. Error Budget
The variance, _r2, in measured correlated flux density
(for p_'/2 << 1), derived from nq. (1), is:
,,2= Sco2 (_ + _ °_',_
\ p_ "V- + 4 T1_
O'T:_ 2 O'Gt 2 .__ (TG2 2
+ 4 (9)
where _ is the system temperature for an observation at
station i and Gi is the antenna gain for station i. Note that
the error is proportional to the correlated flux density.
The total error in correlated flux density comes from
a number of sources. Principal sources are the errors in
the determination of system temperatures (about 5 per-
cent when using the power meters), errors in gain due
to weather and frequency variations within an experiment
(about 5 percent), errors in p (typically less than 2 percent,
determined by the SNR of the observation), and errors in
b (approximately 5 percent).
A summary of total estimated errors from all sources,
assuming uncorrelated errors as shown in Eq. (9), is given
in Table 2. Note that in addition to the errors listed,
time and structure variability can, in extreme cases, cause
up to a factor of 2 error in correlated flux density values
extrapolated from measurements at previous epochs.
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V. Summary
With the methods described here, it is possible to pro-
vide correlated and total flux density measurements ac-
curate to --,20 percent. This accuracy is sufficient to de-
termine which antennas are necessary to observe a given
source on a given baseline at a given time. A complete
correlated and total flux density catalog can now be built.
However, to get better than 20-percent accuracy, the
pointing problems of the DSN antennas must be corrected.
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Table 1, b-factor bandpasa parameters for the Block II correlalor.
Mark III Mark II
8 lags 16 lags 8 lags 16 lags
Empirical Theory Empirical Theory Empirical Theory Empirical Theory
B _ for bin 1 0.840 0.899 0,830 0.889 - 0.907 1.050 0.892
bin 2 1.002 1.002 0.992 1.015 - 0.993 1.122 1.015
bin 3 1.023 0.997 0.987 0.994 - 1.019 1.020 0.994
bin 4 0.643 0.604 1.003 1.003 - 0.523 1.004 1.004
bin 5 - - 1.011 0.997 - - 0.978 0.996
bin 6 - - 1.001 0.977 - - 0.935 0.999
bin 7 - - 0.877 0.813 - - 0.913 0.804
bin 8 - - 0.467 0.408 - - 0.337 0.244
D N 0.877 0.876 0.896 0.887 - 0.871 0.921 0.869
Notes:
B 2 and DN are relative to a square bandpass of amplitude unity.
No S- or X-band Mark II 8-lag data were available for analysis.
In 8-lag mode, bins 5 through 8 contain no signal.
Empirical fits were made relative to bin 2 (for 8 lags) or bin 4 (16 lags).
Mark II theoretical calculations based on an ll-pole Butterworth filter.
Table 2. Error sources.
Error SOtlrce
Resulting fractional error, percent
X-band S-band
Gain (each station)
Weather and modeling
Pointing errors
b-factor
Amplitudes
Signal to noise
FIT approximations
System temperatures (each station)
Using model
Using strip chart
Using power meters
Estimated total
(using power meters
with T,_n at both stations)
Clear weather, high elevation,
high SNR source
Poor weather, low elevation,
low SNR source
5
0 to 50
5
0 to 15
5
10 to 15
10
5
10
30
5
0 to 10
5
0 to 15
5
15 to 20
15
10
10
20
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Fig. 1. The final visibilities (Scor/Stotal) for the short-baseline experiment g2cc124
using DSS 14 and DSS 15. The values for the total flux density, Stota h were taken
from antenna temperature measurements el DSS 15. A weighted fit of zero slope
was made to the data. The error bars are calculated from each observatlon's error
Jn total flux density end In correlated flux density. For some scans, the antenna
temperature was comparable to the resolution limit of 0.1 K; hence the large error
bars.
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Fig. 2. A plot of X-band (8.4-GHz) system temperature versus air mass (llsln (ele-
vation)) for the three different methods for the experiment 90CA049. In most cases,
agreement of the model wlth the power meter data Is wlthln 20 percent. The strip-
chart data show an unexplained (and probably unreal) drop In system temperature
halfway through the experlment.
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Fig. 3. A plot of correlated flux density versus u for the source 4C 39.25 at 2.3 GHz.
The smoothness of the curve suggests smooth source structure. The dependence
of correlated flux density solely on the absolute value of u suggests that the source
is not resolved In the north-south direction but thal it is extended in the east-west
direction.
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